F S - SOCKET and PLUGS

series/serisi Fjs Prizler

INSTALLATION / KULLANIM

Hazardous Areas, Zone: 1/2 (Gases) - 21/22 (Dusts)
Tehlikeli Sahalar, Bolge: 1/2 (Gazlar) - 21/22 (Toz)

CLASSIFICATION/ SINIFLANDIRMA

Group Il - Category 2G/2D
Grup Il - Kategori 2G/2D

FS-Q A

Socket and Plugs A\
Fis Priz / ~

ASILSAN

- [{I=

UYGULAMA

FS-Q serisi Fis-Prizler Grup Il tehlikeli acik ya da ka-
pali alanlarda kullanilmaktadir.

FS-Q series socket and plugs are used in Group I
hazardous areas at indoor or outdoor services.

APPLICATION

FS-Q Series Socket and Boxes

ATEX 2014/34/EU

Execution/Sertifika Kodu

II 2G Ex d IIB T5 Gb IP65
-20°C < Tamb < +55°C

Installation/Kullanim Sahasi

Zone 1/2 - Zone 21/22

Protection Degree/Koruma Sinifi

1P 65

Certificate Ref./Sertifika No

TSE 19ATEX0122 X

Rules of compl./ Uyum Kurallari

EN 60079-0:2012/A11:2013, EN 60079-1: 2014

ASILSAN MUHENDISLIK



Assembly
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Mechanical Charasteristics Electrical Charasteristics
.. - - : .. High Temperature Resistant Slicon Cable/
Body/Govde Aluminium/Aliiminyum internal Wiring Silikon Kablo
Painting/Boya Epoxy powder/Elektrostatik Boya
Cable Entry/ Kablo Girisi 2x1/2" Screws/Civata Enternal Stainless Steel / Paslanmaz Celik
: . Voltage WEIGHT/Agirlik
Socket/Fi Plug/Priz Poles/Kutu Current/Akim
/Fis g/ /Kutup 50-60 / (KG)
FSQ-16 FSQP-16 2P+T(PE) 220V/250V 16A-25A 5,1
FSQ-26 FSQP-26 3P+T(PE) 380V/415V 16A-25A 5,1
FSQ-36 FSQP-36 3P+T+N(PE) 380V/415V 16A-25A 51
FSQ-17 FSQP-17 2P+T(PE) 220V/250V 32A 51
FSQ-27 FSQP-27 3P+T(PE) 380V/415V 32A 51
FSQ-37 FsQP-37 3P+T+N(PE) 380V/415V 32A 5,1
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